PROJECT DESCRIPTION

EQUIPMENT LIST "A”

EQUIPMENT LIST "B”

B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR

GENERAL
SETERAL PMENT
EQUIPMENT TO BE SUPPLIED BY THE SHA CAT CODE <PEC.
THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC CONTROLLER NUMBER SECTION QUANTITY DESCRIPTION
AND SIGNALS INCLUDING THE INSTALLATION OF VIDEO DETECTION AT THE INTERSECTION CAT CODE SPEC. 03030 05 > Y. TEST PIT EXCAVATION
OF NB US | AND RAMP A FROM WB MD 32 IN HOWARD COUNTY. US I IS NUMBER SECTION QUANTITY DESCRIPTION cat624 £ 49 s LF. 24 IN. HEAT APPLIED WHITE PERMANENT PREFORMED
ASSUMED TO RUN IN AN NORTH/SOUTH DIRECTION. THERMOPLASTIC PAVEMENT MARKING
Tl 816 cIGHT PHASE, FULL TRAFFIC ACTUATED 801004 80 6 C.Y. CONCRETE FOR SIGNAL FOUNDATION

INTERSECTION OPERATION SOLID STATE DIGITAL CONTROLLER WITH 501104 812 o8 LF WOOD SIGN SUPPORTS 4 IN.X 4 IN
CORMAL OPERATION | SYSTEM PACKAGE, HOUSED N A NEMA SIZE 501605 it 59 SF. SHEET ALUMNUM SGNS
T 80250 810 83 L.F. NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
HE INTERSECTION WILL OPERATE IN A NEMA-TWO-PHASE, FULLY ACTUATED MODE. THE 0500 505 e LF L INCH ELECTRICAL CONDUIT - CALVANIZED SLEEVE (TRENCHED)
MOVEMENTS ON NB US | WILL OPERATE CONCURRENTLY. THE MOVEMENTS ON RAMP A 973023 SHEET ALUMINUM SIGN TO CONSIST OF; 805032 805 0 LF 3 IN. U-GUARD - PVC RISER
WILL OPERATE CONCURRENTLY. THE INTERSECTION CONTROLLER WILL INTERCONNECT - EA.R3-2 (36 IN. X 36 IN.) - MAST ARM MOUNT BO5I1& 805 e L 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - BORED
WITH THE EXISTING CONTROLLER AT THE INTERSECTION OF US | AT GUILFORD ROAD. - EA.RIO-Ib (30 IN. X 30 IN.) - MAST ARM MOUNT 80513 805 106 LF 3 IN. SCHEDULE 80 RIGID PYC GONDUIT - TRENCHED

810010 810 50 L.F. ELECTRICAL CABLE I-CONDUCTOR (NO. 4 AWG)

810555 810 7 EA. MICROLOOP PROBE, 1000 FT LEAD IN CABLE
CONTROLLER REQUIREMENTS 81100l 8l1 Il EA, FURNISH AND INSTALL ELECTRICAL HANDHOLE

813015 813 16 S.F. INSTALL OVERHEAD SIGN
INSTALL A FULL-TRAFFIC-ACTUATED, SOLID STATE EIGHT PHASE CONTROLLER WITH SYSTEM 81600I 8l6 | EA. VIDEO DETECTION CAMERA
PACKAGE, VIDEO RACK, TELEMETRY MODULE, ISOLATION BOARD AND SPECIAL RELAY HOUSED 816005 8i6 | EA. (T:?)NESSI#R%??‘EE' 250 FT, VIDEO DETECTION CAMERA
IN NEMA SIZE *5* BASE MOUNTED CABINET.

818030 818 2 EA. STEEL POLE WITH A SINGLE 38'MAST ARM

821003 82| 2 EA. BREAKAWAY BASE SUPPORT SYSTEM FOR SIGNAL STRUCTURE
SPECTAL NOTE 822002 810 987 L.F. 12-PAIR COMMUNICATION CABLE, JELLYFILLED (UNDERGROUND)

831010 806 2 EA. 250 WATT HPS LAMP AND LUMINAIRE

-3

ALL UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT TO 837001 804 6 EA. GROUND ROD - 74 IN.X 10 FT.LENGTH
BE CONSIDERED COMPLETE BECAUSE THESE UTILITIES MAY BE MODIFIED 860272 814 3 EA. 2 IN. TRAFFIC SIGNAL HEAD SECTION
PRIOR TO AND DURING CONSTRUCTION. THE CONTRACTOR SHALL BE 860274 814 o EA. 12 IN. OPTICALLY PROGRAMMED TRAFFIC SIGNAL HEAD SECTION
RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES PRIOR TO gg::g; g:g gji EE Etggg:git gﬁgtg - 3 ggzgﬂglgg :Eg:j mg:
CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. . - :
IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES PROJECT CONTACTS 8866;:2)62 g:g ?237 EI:F g;iCTcﬂgAIIEOEAESHI-(EN;LZ(hzgggggggRDéNToE-clTZOS)wm
AND THE TRAFF M . .
SHALL EOTIFY {ﬁgségﬁf}tc?eﬂjﬁ,\ig; ?,\[A;ED?&?EEY.THE FONTRACTOR THE CONTACT PERSONS FOR DISTRICT *7 ARE AS FOLLOWS: 866104 808 2 EA. 20 FT.LIGHTING ARM ON SIGNAL STRUCTURE

8712021 8lo | EA. INSTALL CONTROLLER AND CABINET -~ BASEMOUNT

gg0l.dgn
Ts\NPLOTSTANpentables\default-oce.Tbl
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EQUIPMENT LIST "C”

C. REMOVE AND DISCARD

ORONORONO QUANTITY
Ei ORORONO NONE
OJOJOJONO |

G |[R |R |R .

PHASE 2 G < |
2 CHANGE Y Y |R|R]|R |
ELECTRICAL CABLE 5-CONDUCTOR (NO. 14 AWG) PHASE 4 RIR|G|G G| ~ FQUIPMENT LIST “D”
: 4 CHANGE RIR Y [Y [v¥ ) ;
ELECTRICAL CABLE 7-CONDUCTOR (NO. 14 AWG) FLASHING = = = - o — | D. REMOVE AND DELIVER TO SHA/00TS
VIDEO TRAFFIC DETECTOR CABLE - | OPERATION A\ R/ | Rl “e— | QUANTITY
NONE
ELECTRICAL CABLE 2-CONDUCTOR (NO. 12 AWG) 7
12 PAIR INTERCONNECT CABLE, JELLY FILLED (NO.19 AWG) : | r ' F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
K,L,M NO.6 AWG STRANDED BARE COPPER GROUND WIRE u Office of Traffic & Safely
N,O,P ELECTRICAL CABLE |-CONDUCTOR (NO.4 AWG) | - TRAFFIC ENGINEERING DESIGN DIVISION
0.R,S,T MICRO-LOOP PROBE LEAD-IN | GENERAL INFORMATION SHEET
ML MICRO-LOOP PROBE THE WILSON T.BALLARD CO. I UsS 1 AT MD 32 RAMP A
PS ~ PROPOSED POWER SOURCE (BGE - WMS *862232) CONSULTING ENGINEERS | =5 VT A (NS TS
— OWINGS MILLS, MARYLAND - A.P. NO. S
PF PROPOSED POWER FEED CHECKED BY: , S.H.A. NQ. HO8275I 76 15-4181-2 SHEET NO.
SCALE: NONE COUNTY: HOWARD T.I.M.S. NO.
DATE: MAY 2002 LOG MILE: 03.15 F 089 21 oF 3l




